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PART l78—--SHlPPING CONTAINER
SPECIFICATIONS o

:pecmcahons for Fiberboard Boxes,
- dchmg Staples.

The purpose of these amendments to
! Part 178 of the Hazardous Materials
Regulations of the Department of Trans- -
portaticn is to modify the specifications
- for staples used 1n the constxuctzon of
- Jﬁberboard boxes. |
~  On January 30 1970 the Hazardous |
. Materials H._.gulatlons Board published -
a notice of proposed rule ma.kmg, Docket
Notlce No. 70-2 (35 F.R.

- 1242) proposing tc amend DOT Specifi-
~cations 12B, 12C, 12D, 12H, 23F, 23G,

__ -'.and 22H to provlde mdus*ry more ﬂem-' |
5 _;_,-'aoll‘lt}’ in the making of boxes while main-
ing a minimum requirement for the

gth and efficiency of material used.

constructicon

Interestﬂd persons were afforded an
- opportunity to comment on this proposal.
- One commenter suggested the addition
- nf a requirement in each specification
~relating to coating or plating of staples. =
It should be noted that three of the sev-

‘eral specifications involved, specifications

. _?'12B 12C, and 12D, do not require coated'-'-“"

staples. The Board believes the “*. * *

squivalent to copper coated steel 1n non- '

criteria sufficiently
~ specifies the level of safety required with-

- out further detail. Other commenters re-
- sponding to the notlce favored the‘
proposal. | - .
- In conﬂrderatlon of the foregomg, 49

sparking  quality”

| CFR Part 178 of the Hazardous Materials
Regulations is amended as follows:

(A) Section 173 305—6 is amended to

:_read as follows:

g 178.205
- boxes.

 §178.206-6 Stitching staples. -

| Stl’oching sbaples must bemade in such
- a conflguration that their holding capa-
 bility as installed will not be less than =~
~ that of flat steep staples 352 x 0.019 inch
_ in - cross sectmn and not less t.han Ae—- o
- inch wide.,

- AC)' Section 178 207—5 is amended to
o read as follows: .

- § 178. 207 - Spcc:ﬁcatmn 12D ﬁberboard~

- §178. 207-5

as proposed to. Specﬁy the require-
aiént for staples in terms of equivalency
- rather than to spemﬁcally prescnbe their

. §178.209

. §178.214

Specification L‘!B : ﬁhcrhoard _-
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8 178 ‘705—6 Stltchmg staples. o -

Stlt"'hmg staples must be made in such -

“a configuration that their holding capa-

bility as installed will not be less than

that of flat steel staples 32 % 0.019 inch
--in -ETo0ss: section and not-less then %o-' -
L inch wide. - i
7 06—-8 is amended to .

3B Section h 8—- 2. - bility ‘ds ‘installed will not be less tn:
~ that of flat steel staples 342 x 0.019 1;-_-;_ ) 1~
in cross. section and not. less than is-
~Inch wide. Material used must be at least

-~ equivalent to copper coated steel in nea-
) .__sparkmg quality.

,read as follows

§1783.206 speclﬁcmon 12c ﬁberboard.

boxes.

hoxes. o
Stllchmg staples o
Stitching staples must be made 1n such'

inch wide. . _
(D) Secticn 178 209 5 s amended to

read as follows:

boxes.

 §178.209-5 Stitching staples.

 Stitching staples must be made in'such- -
& configuration that their holding capa-
bility as installed will not be less than
 that of flat steel staples 352 x 0.019 mch' -
in eross section and not less than Vg~

inch wide. Materials used must be at

- least equivalent to copper coated steel :
~ in nonsparking quality. |
 (E) Section 178.214-5 is. amended to-

read as follows:

- boxes.
§ 173.214—;5 Stitc!ling Staplf:s. o

 Stitehing staples must be made in such '
- g configuration thatv their hoiding capa-

bility as installed will not be less than
that of flat steel staples 452 x 0.019 inch

in cross section and not less than Tig-

inch wide. Material used must be at least

equivalent to copper coated steel in non-~ o

| spall ing quehty

§ 178.219-4 .

‘5pec1ﬁc-1tmn 23F ﬁberhoaxd

(F) Section 178. 213—4 is amendeﬂ toif‘“

- _.-‘read, as’ follows.-

§178.218 S ecrﬁcalmn ' 23G; epecial
AR cylmdncal ﬁberbtmrd hox for m h o
. exploswes. -

§ 173 213—4 Slllt«t:hmsﬂlr staples. o

- Stitehing staples must be made in such -
a. conﬁguratlon that their holding cape.—r

(G¥) Section 1'78-2‘1'9—4 18 amended to'? |
'read as follows: )

boxes.

- §178.219 Specrﬁcatlon 2311 ﬁberhmm_

Stltchmg staples. :

St_tching staples must be made ’;,;. :
-'such a conﬁguratwn that their hclding

‘capability ‘as installed will not be iees

than that of flat steel staples 36~ x 0.519

~inch In cross section and not less then
L - ©
" a configuration that their holding capa- - e-inch ‘wide. Material tsed must e &1
" bility as installed ‘will. not be less than -
~ that of flat steel staples 35> x 0.019 inch j

- in .cross sect.mn and not less the.n Ag-'_‘._-_.,ber 30:1970. However, complinngs =i~

" the regulations as amended herein is a-
--thonzed 1mmediately | |

| (Secs 331—335 Title 18, Unlted Statee Cod*

L;pmiﬁca’uﬂn 12H ﬁberboard ‘sec. 0, ‘Department of Transportation. act,

49 U.S.C. 1657: Title VI and sec. 902(h), ¥sd-

" least equivalent to copper coated steeL in
nonsparking -quality. - |

This - amendment: 1s eﬂ’ec tive Ou“‘ow_'_'

eral Aviation Act of 1958 49 U S.C. 1421-—-1- SH
and 1472 (h) ) |

Issued in Washlngton D. C on J uly lrz
1979 |
- C. R By I‘». DER,

Adlniraz US Coast Guard,
- Commanda; zt

- | CARL V. L‘vo\:
Acting Admmzsfmtor
Fedeml Razlroad Aamzmstmtzo

. RQB‘“RTA KAYE, o

Dzrector Bureau of Motor Car~ -

rier -Safety, Federal Hzghu 3 ;
Admzmstmtwn

SAaM S C"-INETDE‘F |
Board Member, for the
Federal Av:atzon Admzmstro“o*‘* .
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